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LIMESTONE
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HONED

PHYSICAL TEST RESULTS 
  Imperial Metric
Absorption by weight ASTM C97  1.60%  1.60%
Density ASTM C97 160 lb/ft3  2 565 kg/m3  
Compressive strength ASTM C170 30 260 Psi 208.7 MPa
Flexural strength ASTM C880 N/A N/A
Modulus of rupture  ASTM C99  3 030 Psi 20.90 MPa

DESCRIPTION 
The striated veins in this warm, earth-toned limestone create a
bold design statement. Suitable for both exterior and interior
applications, ALGONQUIN™ linear is a unique and versatile
limestone that is consistent in its vein pattern.

AVAILABLE FINISHES
Polished
Antique

Smooth
Honed

Sandblasted

APPLICATIONS
Exterior
Interior

Horizontal
Vertical

Commercial
Residential

QUARRY OPERATING SINCE 

N/A

ANNUAL PRODUCTION

On demand

QUARRY LOCATION: 
Wiarton, ON, Canada

ALGONQUIN™ Linear cut

QUARRY OWNERS  |  BLOCKS  |  SLABS  |  TILES  |  LANDSCAPING PRODUCTS  |  CURBS

polycor.com
Computer generated images and printed reproductions may not accurately match natural stone colors.


